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�F = 240�i− 270�j +650�k N

2500 N Fx, Fy Fz

θx, θy, θz

525 N

1425N
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∣
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∣
∣
∣ = 97, 7N α = 35, 00

T1 = 3660N T2 = 2590N T2min = 2500N α = 600

�R = (199, 1N)�i+ (14, 3N)�j

TAB = 3570 kp

TAB = 647N TAC = 480N

TAC = 2, 13 kN TBC = 1, 735 kN
∣
∣
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∣
∣
∣ = 203N α = 8, 460

TAC = 440N TBC = 326N

TAC = 305N TBC = 514N

TCA = 52, 0N TCB = 45, 0N

x = 0, 2m
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∣
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∣
∣
∣ = 602N α = 46, 80

300 kp 300 kp 300 kp 200 kp 200 kp 150 kp
∣
∣
∣�F

∣
∣
∣ = 744N θx = 71, 20, θy = 111, 30, θz = 29, 00,

�F = −1060N�i+ 2120N�j + 795N �k θx = 115, 10, θy = 32, 00, θz = 71, 50

�FBA = 100N�i+ 500N�j − 125N �k

�TBA = −1125N�i+ 750N�j + 450N �k

�P = 1031N�j

�P = 956N�j

�P = 926N�j

TAB = 201N TAC = 372N TAD = 416N

W = 1868N

W = 845N


